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drapery hardware data 




Max. Rod Length 

Carrier 
Max. Load 

Fabric Max. Weight 

Carrier 

Spacing 

Support Spacing 

Splice 

3 / 8 " 

0 

[ No. 9000 

J 4 “REGULAR” 

A) One Way Operation: 
20 ft. 

B) Two Way Operation : 
32 ft. 

15 lbs. 

A) One Way Operation: 
20 lbs. 

B) Two Way Operation : 
30 lbs. 

3" to 4" 
apart 

One support 18" from each 
end bracket and spaced 3 ft. 
apart over the remainder of 
the rod for max. loads. 

1 Support 
at Splice 

"0 

No. 9095 

1" “DOUBLE 

DUTY” 

A) One Way Operation: 
24 ft. 

B) Two Way Operation: 
32 ft. 

15 lbs. 

A) One Way Operation: 
30 lbs. 

B) Two Way Operation: 
45 lbs. 

4 " 

apart 

One support 16" from each 
end bracket and spaced 32" 
apart over the remainder of 
the rod for max. loads. 

1 Support 
at Splice 

k We" — 

No. 9050 
AUDITORIUM 

1%" track 

i _ 

A) One Way Operation: 
36 ft. 

B) Two Way Operation: 
50 ft. 

40 lbs. 

A) One Way Operation: 
100 lbs. 

B) Two Way Operation: 
200 lbs. 

6" to 8" 
apart 

Two at each end, 16" apart 
and spaced 32" apart over 
the remainder of the track 

for max. loads. 

1 Support 
at Splice 
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Kirsdx 

TRAVERSE ROD 
AND 

CEILING TRACK 



‘ Regular” cut-to-measure 


A complete line of traverse equipment which can be adapted to every type 
of window. Standard weight.. . recommended for use with lightweight 
draperies. (See performance data above.) The rodding can be custom cut 
for each individual application. The ceiling track (No. 9005) is perforated 
at 16" intervals for attaching directly to the head jamb or ceiling with 
screws — no brackets. Available in White and Statuary Bronze finishes. 




Brackets and Supports 

End brackets and center supports are formed from 
.050-inch steel, galvanized and bonderized. Finish is 
baked-on, high grade enamel. Available in projec¬ 
tions: 3 A" to 1", \W to 2W\ 2Vi" to 3V4" and 
3Vi" to 4Vi". Rod Sockets can be attached to 
bracket arm for double rod sets. 



“Regular” Rodding 

“Regular” rodding is formed from .032-inch steel, 
galvanized and bonderized, baked-on enamel finish. 
Can be curved for comer or bay installations. 
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Capsule 
of Advantages 


DOUBLE DUTY" RODDING No. 9095 


Finest quality, 
heavy duty track 

Clean, “sculptured”, 
modern styling 

All moving parts 
concealed in 
track channel 

Installs on wall, 
casing, or ceiling 


For modern appearance, durability and performance, specify Kirsch 
“Double Duty” cut-to-measure traverse rods. The rodding can be cut to exact 
length specifications and assembled into rod sets for every conceivable 
type, shape or size of window. Pre-notched rodding can be curved (8'Tadius) 
for one-piece corner window and bay window installations. 


Kirsck 


“Double Duty” cut-to-measure 


TRAVERSE ROD AND CEILING TRACK 


An extra strong and rugged deluxe cut-to-measure trav¬ 
erse rod, designed and engineered to provide efficient, 
smooth operation for any weight drapery fabric at high 
or wide windows . . . for partitioning draperies ... in resi¬ 
dential, commercial, and public buildings. The rodding 
has a double-flanged top for extra strength. “Double 
Duty” rodding can be assembled into sets for regular or 
one-way draw for wall or casing installations with bracket 
projections of Wi" to 2Vi\ 2Vi" to 3 1 / 2 ", and V/i " to 
41/2". Regularly spaced perforations (16" apart) in the 


flange permit “Double Duty” sets to be mounted as read¬ 
ily for ceiling track as for conventional rod (on brackets). 
On ceiling installations, rodding remains in the same ver¬ 
tical position as for wall installation. The bottom sliding 
edge of the rodding is rolled for extra smooth sliding and 
added strength. Has self-lubricating nylon slides and pul¬ 
leys. (Available with ball bearing pulleys, if specified.) 
Sets can also be assembled for use with a cord tension 
pulley. Kirsch “Double Duty” is the ultimate in fine 
“tailor-made” draw-cord equipment. 


Drapery “Pile-up" 

When planning window placement, it is often desirable to 
know — for light and ventilation purposes — how much 
space the draperies will take when drawn open. This 
pile-up or bundling depends on the kind of fabric used, 
but a good rule-of-thumb is, “each side will bundle to 
one-third of its own full draw”. Heavy fabrics take more 
space; light goods take less. 









































































































































Bracket and Support Spacing 

Shown above is the recommended spacing of 
wall brackets and center supports for two-way 
and one-way installations of “Double Duty” 
rods when heavyweight draperies are used. 
For medium or lightweight draperies, the cen¬ 
ter supports may be spaced farther apart. 


|«18 w 4«18^18*4»-3'—4*-3'-4*-3'—J 

ONE-WAY DRAW LEFT (extra long) 
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Cord Selector 

No. 9928 

A Kirsch exclusive! Can 

/ 

\ be used with traverse rods 



I equipped with cord tension 


§3 

| pulley. Eliminates handling 


□ 

| of cords or fumbling for 

\ 

n 

1 proper traverse cord. A 

y 

simple “twist of the wrist” 
controls the draw mechan¬ 
ism. Easy to install and use. 


“Double Duty” Rodding No. 9095 

The rodding is formed from .032-inch steel, 
galvanized and bonderized, baked-on 
enamel. Regularly spaced slots (16" apart) 
in the double-flange top permit easy ceil¬ 
ing installations — no brackets or supports 
are needed. 


“Double Duty” Pre-Notched Rodding 
No. 9098 

For one-piece rod set installations at cor¬ 
ner and bay windows, “Double Duty” pre¬ 
notched rodding is available. Rodding can 
be curved to an 8-inch radius. 


“Snap-In” Brackets and Pulley Sets 
No. 9285 (Pulley Set) 

A new styling and engineering feature in 
the Kirsch “Double Duty” line. The posi¬ 
tive-latching, extra strong parts give add¬ 
ed ease of installation. The pulley wheels 
are made of long-wearing, quiet acetate. 
Pulley sets are also available with ball 
bearing pulleys. 


Cord Tension Pulley 
No. 9923 

Recommended for use 
with “Double Duty” rod 
sets. The pulley base can 
be attached to the floor, 
wall or casing. Keeps 
traverse cords taut and 
off the floor. Prevents 
any cord twisting ... no 
fumbling for cord pulls. 


Rod Splice 

Used for extra wide installations, over 12 
feet, to join lengths of rodding. The splice 
fits inside the rodding and is hidden from 
view. It does not interfere with the opera¬ 
tion of the moulded nylon slides which 
carry the draperies. 
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TWO-WAY DRAW 
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KirscK 


In 1957 ... in a reciprocal marketing arrangement. . . two of the 
foremost names in the window covering industry became associates: 
the Kirsch Company and Plastic Lume, Inc. 

The Kirsch Company — established 51 years ago — is the world’s 
largest manufacturer of drapery hardware and a leading producer of 
Venetian and Vertical Blinds. Plastic Lume, Inc., fabricator of 
many “firsts” in its field, has earned national eminence for its originality 
and uncompromising quality in the development of materials 
and finishes for window blinds. 


Plastic 

Lume 


The end result of the union of these two pioneers and leaders 
is the creation of a new hallmark in elegance, utility, and quality in 
window coverings. 

Your specification of Kirsch Sunaires and Traverse Verticals with 
Plastic Lume louvers carries with it the unqualified assurance of having 
chosen the very finest window coverings ... ideally suited to the 
demands of today’s residential, commercial, institutional and 
industrial applications. 




In offices, restaurants, hotels — Kirsch Traverse Verticals 

and Sunaires provide these essential cost-efficiency considerations: 

ease of installation — low upkeep — minimum replacement cost. 


In fine homes — no other window coverings surpass Kirsch 
Sunaires or Traverse Verticals for contemporary decorative 
appeal combined with effective light and air control. 


Kirsck 


Plastic Lume... window coverings of preference for. 

HOMES OFFICES SCHOOLS FACTORIES RESTAURANTS 


RIGHT 1 95fl BY PLASTIC I 1IMF INC 





















Capsule 
of Advantages 

Distinctive 




K.i rsck 


S shaped louver 
Completely enclosed 
headmember 
Exclusive cord lock 
Enclosed metal 
bottom rail 
Self-adjusting tilting 
mechanism 


WITH LOUVERS BY PLASTIC LUME 


Sunaire 

Venetian 

Blinds 


In residences — or executive offices — the decorative aspect of 
window coverings is a major consideration. Luxurious Kirsch Sunaires 
with Plastic Lume louvers provide unsurpassed functional elegance 
in meeting this need .. . giving an atmosphere of liveability, luxury and 
good taste. Not to be discounted either, is the instant acceptance 
of the Kirsch name ... a symbol of the finest in window coverings. 
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MEETING EVERY WINDOW PROBLEM 

Kirsch components are designed to anticipate every installation 
difficulty. They may be mounted on window casing — inside win¬ 
dow casing - or may be hung from a soffit. Special installations 
are obtainable, including mitered blinds, installation between win¬ 
dow stops, on tile wainscoting. 


SOME TYPICAL SUNAIRE MOUNTINGS 




MfinMiimiiitfTiinnrtriM) * J 
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“S” shaped louvers by Plastic Lume deflect the 
highly intense, direct sunlight as it enters, diffusing it 
throughout the room for better over-all illumination — 
greater eye comfort — conservation of nerve energy. 

Blind Open — Scientifically designed louver 
gives 25% more light* than conventional blinds. 

Blind Semi-closed — 45° “privacy angle” of louver 
gives 77% more light* than conventional blinds. 

* Authority: Pittsburgh Testing Laboratory 


I 


“S” shaped 
louvers in 
Daycor 
finish by 
Plastic Lume 



The distinctive, double curve “S” shaped louver is available in a variety of 
Plastic Lume finishes, colors, and textures. Of these the most outstanding 
is unique Daycor - a subtle, mat finish background delicately speckled with 
overlay color in harmonizing tone. Dramatically modern, Daycor blends 
beautifully with fine drapery and furniture fabrics. 

DAYCOR "SEA TONE" COLORS 

Starlight.Metallic gold on off-white 

White Cap.Mist grey on off-white 

Surf.Sea green on white 

Driftwood ...... White on cool grey 

Sea Shell.White on shell pink 

Pebble Beach .... White on cocoa brown 

Tropic.Grey and white on yellow green 

Sea Mist.White on grey green 

Horizon.White on sky blue 

Other Plastic Lume finishes available: “400” Mat-“400” Glossy—Duette. 
Sample louvers and tape swatches are available to guide in making color 
selections. 


♦ 
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Sunaire Venetian Blinds 


Head Rail: .022 gauge, U-shaped, rolled steel, 2ffc" by 2Va" wide, 
reinforced edges, longitudinal embossed stripes. Electro-galvanized, 
bonderized and enameled. 

Head-rail Mounting Brackets: positive safety-lock covers, right or 
left hand installation feature. Screw holes for mounting to ceiling, 
inside or face of casing. 

End Plates: act as mountings for lock and tilt mechanisms, reinforce 
head member ends, provide wedge lock assembly with no other 
fastenings necessary. 

Tilting Device: enclosed DuPont “Zytel” nylon mechanism, self- 
adjusting for “stay-put” angles, synchronized worm and gear design, 
provides quiet, efficient operation. Right or left hand installation. 

Locking Device: serrated roller cord lock, positive-control action, 
minimized friction, will not cut or chafe cords. Right or left hand 
installation. 

Bottom Rail: .022 gauge, rolled steel, electro-galvanized, bonderized 
and enameled. Enclosed with extra aluminum louver; translucent plas¬ 
tic end caps protect window casing. Hold-down brackets available. 

Tape Drum: snaps on tilt rod with spring tension grip, prongs give 
positive tape attachment. Provides full tilt with 180° action. 


Tape: solid woven of first quality, vat-dyed yarn or moulded vinyl 
plastic, 1 Vi " wide. Ladder straps ri " wide, uniformly spaced. 

Cords: tilt and pull cords, size 4V£, uniformly glazed in the strand to 
minimize stretch and wear. Available in colors. 

Louvers: 2 x .010 “S” shaped, spring tempered aluminum alloy 
base, etched and Zincate coated* to prevent rust and oxidation; 
formed by MONOARC* process with continuous form curvature, 
entirely free from longitudinal ridges and flat sections, (^exclusive 
Plastic Lume processes.) 

Finish: alkyd resin base, baked-enamel finish will not chip, peel, fade, 
crack, rust. Available in nine Daycor finishes; “400” finish in six 
mat-finish tones, 16 glossy-finish tones; Duette finish with neutral 
color for outside, ten decorator colors for inside. 

Lifts: single lift blinds to 48 square feet and less than 72" wide. Com¬ 
pound lift on blinds over 48 square feet and over 72" wide. 

Hardware: includes cord equalizer, plastic cord pulls in colors to 
match blinds, center supports where needed. Extension plates and 
hold-down brackets available. 


Kirsch Sunaire Venetian Blinds with Plastic Lume louvers meet all Federal Specifications. 
Detailed specifications available from Plastic Lume Inc., Sausalito, California. 
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No cleaning 
problem 


Capsule 
of Advantages 


Light and 
ventilation control 


They traverse — 
they rotate 

Replaceable components 
No bottom rail 


Kirsdx 


Traverse 


Verticals 


WITH LOUVERS 
BY PLASTIC LUME 

The strikingly modern 
and luxurious effect Kirsch 
Traverse Verticals impart 
to windows, combined 
with their versatility in 
rotating and traversing — 
and with the Kirsch 
standard of excellence — 
have established a whole 
new criteria of elegance, 
utility and quality in vertical 
blinds. You could select 
no finer .. . anywhere. 






4sH 


Fascia Panel 

Center section of fascia 
panel holds a standard, 
concave metal louver, 
which can be changed 
easily to harmonize or 
contrast with blind. 
Where desired, two fas¬ 
cia panels are provided 
for installations inside 
the window casing. 


Mounting Bracket 

Mounting brackets for 
Kirsch Traverse Verti¬ 
cals are provided with 
screw holes for attach¬ 
ing brackets to inside 
or face of window cas¬ 
ing. Auxiliary plates are 
furnished to which 
brackets are attached 
for ceiling and recessed 
installations. 


Pivot Pin 

Molded nylon pivot pin 
is fastened to the bot¬ 
tom of each vertical 
louver. Small groove at 
top of pin permits slid¬ 
ing it into smaller hole 
of keyhole arrangement 
matching bottom 
link. Pin moves easily 
in hole to facilitate ro¬ 
tation of louvers. 


Nylon Slides 

r Long wearing, smooth 

n. riding nylon slides for 

J Kirsch Traverse Verti- 

cals have a “Butyl” 
fabric loop and metal 
hook attached. Punch- 
P ed hole at top of each 

Plastic Lume louver 
permits individual re¬ 
placement of louvers. 


Bottom Linkage 

Bottom nylon links are 
riveted together with 
special fasteners in cen¬ 
ter of blind. End clips 
are fastened to casing. 
Center-fastening links 
open and close with 
fingertip pressure for 
traversing blinds. 


Rotating Mechanism 

Rotating mechanism to 
adjust angle of Plastic 
Lume louvers is ordi- 
snarily placed in left 
'hand bracket. When 
specified, the installa¬ 
tion can be changed so 
that both rotating and 
traversing control cords 
can be operated from 
either side. 
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Traverse Verticals 


THEY TRAVERSE 

Kirsch Traverse Verticals open and close 
from the center like draw draperies, with no 
bottom rail or channel. Also available 
in one way draw, traversing from either end. 
Finest Kirsch nylon gears, bearings, slides, 
provide smooth, quiet, effortless operation. 


THEY ROTATE 

Vertical louvers by Plastic Lume pivot 
a complete 180 degrees in either direction 
to any desired position, or may be closed 
completely for shadow-proof privacy. 
Draw cord and pivot cord may be hung at 
opposite ends, or together at either end. 



New decorative appeal... with Plastic Lume Louvers 


Three types of Plastic Lume louvers are available: the standard, concave louver in 
2" width, or the new, wider “S” shaped louvers in 2&" and 3" widths, offering dis¬ 
tinct advantages which have won the approval of the architect and builder. 


When open, the scientifically engineered “S” shape affords 25% more light* than 
conventional blinds. When semi-closed (45° “privacy angle”) “S” louver gives 77% 
more light* than conventional blinds. When completely closed the greater overlap 
assures tighter closure, more privacy. 

* Authority: Pittsburg Testing Laboratory 


Kirsck Traverse Verticals 

Dimensions: maximum width 31' 0". Maximum length 12' 0". 

Fascia Panel: .020 gauge aluminum, 3Vi" wide, conceals all operating parts, center slot holds 
standard 2" metal louver. 

Mounting Brackets: 3Vi" high by 3 3 4" deep, formed from .042 inch steel. Electro-galvanized, 
bonderized, baked-on enamel finish. Safety-lock fastening. 

Slides: molded of DuPont “Zytel” nylon resin with “Butyl” fabric loop and metal hook attached 
by metal rivet. Requires no lubrication. 

Rotating Mechanism: brass worm gear, nylon tilt gear and bearing, extruded aluminum tilt bar. 
Rotates louvers full 180° in either direction. 

Cords: tilt cord size 4*/2, uniformly braided, glazed in strand to minimize wear. Traverse cord 
size V /2 to 4, cotton-covered fiber glass core. Available in colors. 

Louvers: 2& or 3 x .010 “S” shaped, spring tempered aluminum. 2 x .010 concave, spring tem¬ 
pered aluminum. Made from etched and Zincate coated* aluminum alloy strip, formed by 
MONOARC* process with continuous form curvature, entirely free from longitudinal ridges and 
flat sections. (*exclusive Plastic Lume processes.) 

Finish: alkyd resin base, non-porous, baked-enamel finish will not fade, rust, chip or peel. Avail¬ 
able in Daycor, “400” Mat or Glossy, Duette or Linen finish. 

Kirsch Traverse Verticals with Plastic Lume louvers meet all Federal Specifications. Detailed spe¬ 
cifications available from Plastic Lume, Inc., Sausalito, California. 



























Plasf^w Lume finishes. 




Plastic Lume louvers are available in an unexcelled va¬ 
riety of finishes and colors, based upon an entirely new 
concept. Progressing beyond mere esthetic appeal, these 
exceptional finishes were designed to offer a specific func¬ 
tion and practicality of their own . . . 

Plastic Lume finishes and colors . .. 

• add a finishing touch of warmth and liveability. 

• provide a sense of luxury, in the best of taste. 

• contribute to a pleasant atmosphere in business 
offices, conducive to good employee morale 
and creative activity. 

minimize dirt, dust and stains, last for years without 
cracking, peeling, chipping or fading. 

^■^harsh incomingJight, contributing to eye ease 
^^^^k^vation of nerve energy. 

• every color selected for 
adjacent surfaces, fabrics and accessories. 








cor ... the unique finish 
with the 
textured tone 


An exclusive Plastic Lume finish, entirely new and 
dramatically modern! Delicately textured to the eye — 
and to the touch — Daycor’s subtle background 
colors in soft mat finish are delicately speckled with 
overlay color in harmonizing tones. The effect is 
unique and strikingly different... no other blind 
material can be compared with Daycor’s 
distinctive finish. 

Daycor is offered in nine “sea tone” colors, created 
and named by West Coast Color Consultant, 

Elizabeth Banning. The range of Daycor colors 
enhances existing color schemes, blending beautifully 
with fine draperies and furniture. 
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or KIRSCH SUNAIRES and TRAVERSE VERTICALS 


plastic lume “ lfiO” mat 

the solid color louver in the rich, flat finish 



In any residential or commercial installation, Plastic Lume “400” Mat finish louvers accent the interior 
motif, the 6 popular flat finish tones harmonizing with today’s subtle color schemes. The mat finish deflects 
glare, reducing the harshness of its intensity and providing soft, indirect light. Available in Beige, 

Desert Sand, Eggshell, White, Camellia and Mist Green, with special custom colors to order. 


EXTERIOR 


plastic lume Duette 

the two-tone finish with the contemporary look 

For custom installations of Sunaires and Traverse Ver¬ 
ticals, Duette offers the practical way to use color 
where it is most needed. Ten cheerful, attractive tones 
lend character to interior decorating schemes, match¬ 
ing or contrasting with room colors. On the reverse of 
the louver, neutral colors blend with outside walls for 
a uniform, conservative appearance. A special, one-way 
tilting mechanism is available to prevent inside color 
from ever being seen on the outside of the building. 


INTERIOR 

































































PLASTIC LUME 

.. the plastic coated 
aluminum louver 


PREPARED ALUMINUM 
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ETCHED AND ZINC COATED 


Every inch of Plastic Lume’s spring tempered aluminum louver material is 
uniform in quality and appearance. The tough, aluminum alloy louver strip is 

the finest available. After special preparation, wax-impregnated, plastic 
baking enamel is carefully applied and strictly inspected for a smooth, hard 

surface free of ridges, parallel markings and other imperfections. Their finished 
louvers are fully guaranteed against defective materials or faulty workmanship. 

The durable, outer surface of Plastic Lume louvers will not chip, peel, or crack or fade. 
They will withstand the hardest wear for years, unharmed by moisture, heat or sunlight. 

Blind maintenance is simplified because Plastic Lume materials shed dust readily 
and are resistant to stains and marks. Occasional dusting retains their fresh 

appearance, and for the rare soap and water cleaning required, detergents may be 
used, since they cannot harm the durable Plastic Lume finish. 
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MATERIAL 
A PROCESSING 



Practicality —Plastic Lume 
materials are built to last. . . 
durable louver surface is 
impervious to sun, rain, heat 
... minimizes dust, stains 
and marks. 




Durability — Plastic Lume 
colors will not lose their 
original, fresh appearance 
under the most strenuous 
conditions. Occasional 
dusting keeps them bright. 


Flexibility — Maximum 
strength and spring flexi¬ 
bility permit Plastic Lume 
louvers to withstand flexing 
up to 90° at rout holes 
without deformation. 


PREPARATION 
FOR PAINT 


FINISH 


FORMING 


5 

6 

7 


DIMENSIONS 


WEIGHT 


PERFORMANCI 

DATA 


^ teria ! S . and WOrk n rna "f ip 1 Used in Plastic Lume Da yc°r. “400” Duette and Linen shall be of the 
highest quality, spring-flexible aluminum made from specially developed aluminum alloy strip as manu- 
actured by Plastic Lume, Inc., Sausalito, California. The metal shall not be heat treated but shall be 

witlunif brittleness C ° ** hardemng * during the P rocess of manufacture to insure maximum flexibility 


Before painting, the strip shall be thoroughly degreased, chemically cleaned and given Zincate coated* 

eTpofed m L C nlL°MTndTu U mid^r b ° n<1 ^ Perma " ent Pr ° teCti ° n againSt Challdng ° r deterioratio " whe " 


™ J, v h , Ha be coated W1,h tbe highest grade wax-impregnated synthetic alkyd amine enamel, baked 
on at high temperature and capable of withstanding moisture, heat and salt air without rusting blistering 
corroding, changing color, losing gloss or adhesion, chalking. Color shall be as selected by architecfs 
from-manufacturer s standard colors; custom colors available upon request. 


Louvers shall be formed by the exclusive MONOARC* process, concave or “S” shaped, with continuous 
f °™ curvature, entirely free from longitudinal ridges and flat sections. Ends of louvers and cord holes 
shall be smooth and free from burs, with corners rounded to not less than 'A" radius and not more than 
^2 radius. 


“S” shaped louvers width 2&" to .020" under, or 3" to .020" under; thickness .010" plus 0", minus .001' 
over painted. Concave louver 2" to .020" under; thickness .010" plus 0", minus .001" over painted. 


Approximately 45 lineal feet per pound. 


Sh , aM be . capabl f ° f flex . ing at rout holes up <° 90° and of withstanding a transverse bend 
hr°hebhnd rad ‘ US h ° Ut deformatlon - Louvers shall be flexible, yet should not sag, kink or bend when 


♦An exclusive Plastic Lume process 


r 

V- 
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PREPARED BY BOLAND ASSOCIATES — PRINTED IN U.S.A. 
















































Capsule 
of Advantages 


Ball bearings 
and neoprene “tires” 
on rollers 


Track Set No. 9070 


Operates in openings 
to 50' wide, 

15' high with 
up to 200 lbs. 
drapery weight 
for two-way draw 


Auditorium Track and Parts 


Kirsck 


Recommended for use with stage curtains, draw draperies and partitioning 
fabrics in schools and civic auditoriums, theatres, studios and other commercial 
installations where durable, smooth operating, quiet equipment is desired. 

Also ideal for use at extra large picture windows where heavy drapery fabrics 
are to be used. (Kirsch Auditorium Track cannot be curved.) 

Cord Tension Pulley No. 9059 Recommended for use with all auditorium track sets. 
Permits endless cord installations ... simplifies draw cord operation. 


I 



No. 9050 Finish: White 


Extruded aluminum, .062-inch, IVb" wide 
x 1 3 A" high, baked-on finish. Holes for 
ceiling installation spaced 16" apart. The 
rollers for a pair of curtains run on both 
sides of the track to permit extra overlap 
at the center. 


Projection Wall Bracket 
No. 9064 Finish: White 



For mounting Kirsch 
Auditorium Track on 
a wall, columns, or 
posts where ceiling or 
recess mounting is 
not practical. For 
heavy draperies, rec¬ 
ommend spacing 
brackets two at each 
end 16" apart, with 
spacing of 32" be¬ 
tween brackets over 
remainder of track. 


SOME OTHER FEATURES 

Plain Rollers No. 9057 

Two rollers are provided for each foot of 
track. Each wheel is precision molded to 
insure that it is perfectly concentric. 

Cord No. 9061 

Extra strong, V^-inch diameter cord, braid¬ 
ed and glazed to provide maximum strength 
and minimum stretch. 

Pulley Set No. 9052 

Both end pulleys have ball bearings for 
maximum operating efficiency. 



No. 9063 Finish: White 

For installations where the track must be 
suspended from the ceiling or proscenium. 
The hole in the hanger will accommodate 
a cable or small diameter chain. Recom¬ 
mend spacing hangers for heavy draperies 
the same as wall brackets listed above. 



Track Splice 

No. 9051 Finish: White 


The 12 inch splice is furnished punched 
with four holes for bolting the two ends 
of the channel together by drilling the 
track channel to match the spacing of the 
splice holes. The holes on the sides of the 
splice can be used to align the track for 
smooth operation. 


Master Carrier No. 9054 

Has special cord clamps that make it pos¬ 
sible to compensate for any cord stretch 
after installation without removing or dis¬ 
turbing the track. 

Center Stop No. 9058 

Can be inserted in the track channel to 
stop the master carriers at any selected 
position in the track. 
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A Rod for Every Need 


Kirsch “Double Duty” and “Regular” cut-to-measure sets are available 
in a wide variety of styles and combinations . . . single and double . . . hand 
or draw-cord traverse . . . one-way, two-way or multiple draw. All 
cut-to-measure sets are assembled to exact specifications. 


Regular Window 
to draw one pair 

Give complete width of opening. 
Allowance is made for brackets 
and pulleys when set is assem¬ 
bled. Double rod sets for draw 
curtains with draw over-draper¬ 
ies also available. 


Bay Window 

Kirsch cut-to-measure rod sets 
can be curved and assembled to 
fit any of the three types of bay 
windows shown. Give measure¬ 
ments as indicated in the draw¬ 
ings shown at right. 




Corner Window 
to draw half pairs 

Give dimensions A, B and C. 
Two styles available: curved 
one-piece two-way draw rod, 
and one-way draw rods which 
draw one half pair the entire 
length of the rod. 



Curved Window 

Both “Double Duty” and “Reg¬ 
ular” Kirsch rod sets can be 
curved ( 8 " radius) to fit hori¬ 
zontally curved windows. If oth¬ 
er than a true curve is involved 
a template must be furnished. 



INSTALLATION TIPS 


Drapery hardware is most com¬ 
monly installed on wood, where 
wood screws will provide ade¬ 
quate holding power. For other 
material, or for special installa¬ 
tions, other fastening devices 
and accessories may be neces¬ 
sary, as indicated here: 



Rawl or lead plug with screw 
for concrete or brick 


Plaster or wallboard: On most 
“dry” walls, hardware can be 
mounted by using plastic or 
fiber plugs and screws. For heavy 
draperies, use toggle bolts (Vs" 
drill) or screw anchors ( 3 V' 
drill), as shown at right. 



Toggle Bolt 


Concrete or brick: Use star drill 
to make holes for rawl or lead 
plugs to hold the screws. 

Steel or hollow metal: Most steel 
casements have holes for No. 10 
x 24 x X A" self-tapping screws. 
Hardened metal screws provide 
installations on hollow metal. 



Self-tapping 

Screw 


Hardened Metal 
Screw 


Extender plates: Make windows 
look wider or higher without 
marring the plaster. Three sizes: 
9", 12" and 18". Rod brackets 
are attached to plates with ma¬ 
chine screws and nuts. Holes fit 
all Kirsch brackets. 
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"OVAL" CUT-TO-MEASURE RODS 


A complete line of rodding and parts for win¬ 
dow and door treatments where shirred or 
cafe curtain treatments are preferred. “Oval” 
sets can be custom assembled for corner and 
bay windows, for criss-cross curtains, for cur¬ 
tains with stationary over-draperies, for ceil¬ 
ing mounts, and for tile casings. Sets can be 
made up to any length; projections from 1 Vi " 
to 5 V 2 ". Available in Ivory, Black and Satin 
Brass finishes. 
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ADJUSTABLE TRAVERSE RODS 


For rental housing, multi-unit dwelling proj¬ 
ect, for any low budget construction where 
superior performance is a primary considera¬ 
tion in window planning, “Superfine” exten¬ 
sion type rod sets are recommended. 

KIRSCH "SUPERFINE" .by far 

the finest adjustable traverse rod line avail¬ 
able today . . . has numerous features which 
insure beautiful effects and smooth perform¬ 
ance for the finest draperies. Among these 
features are: 

★ Strong, rigid rodding .. . modern styling. 

★ Can be installed on wall, casing or ceiling. 

★ Full overlap master slides ... molded 
nylon plain slides. 

★ End gate pulley for easy removal of slides. 

★ Cord tension pulley included as standard 
equipment with each rod set. 























































KIRSCH ARCHITECTURAL SERVICE OFFICES 



WE INVITE YOU TO USE 
OUR ARCHITECTURAL SERVICE 

Architects and engineers are invited to use the Kirsch 
Architectural Service in selecting, specifying and de¬ 
tailing the proper window decorating hardware. A 
nation-wide staff of experienced representatives is 
available for consultation on specific problems or for 
general information. 

FACTORIES AND MAIN OFFICES: Sturgis, Michigan, U.S.A. 

ATLANTA: Units 10 and 11, Building C, 680 Murphy Ave., S.W. 
PLaza 8-2144 

BALTIMORE: 2515-2517 Frederick Ave., Zone 23, EDmondson 6-0669 
BOSTON: 1045 Commonwealth Ave., Zone 15, ALgonquin 4-6590 
CHARLOTTE: 3201-5 Cullman Ave., Zone 5, FRanklin 6-4856 
CHICAGO: 3637 N. Talman Ave., Zone 18, GRaceland 7-8150 
CINCINNATI: 4924 Para Drive, Zone 37, JEfferson 1-4067 
CLEVELAND: 20810 Miles Ave., Zone 28, MOntrose 3-6300 
DALLAS: 1532 Edison St., Zone 7, Riverside 1-4024 
DENVER: 4880 Colorado Blvd., Zone 16, DExter 3-1501 
DETROIT: 12345 Schaefer Highway, Zone 27, WEbster 3-9805 
KANSAS CITY: 1501 Swift Ave., Victor 2-0607 
LOS ANGELES: 4720 District Blvd., Zone 58, LUdlow 2-6459 
MIAMI: 3520 N.W. 51st St., Zone 42, NEwton 5-0397 
MINNEAPOLIS: 2924 Lyndale Ave., South, Zone 8, TAylor 7-3869 
NEW YORK: 36 E. 31st St., Zone 16, MUrray Hill 3-4525 
OAKLAND: 4250 Hollis St., Zone 8, OLympic 2-9640 
PHILADELPHIA: 1834-36 Frankford Ave., Zone 25, REgent 9-5454 
PITTSBURGH: 5556 Centre Ave., Zone 32, Hlland 1-9362 
SEATTLE: 1260 6th Ave., South, Zone 4, MAin 3-5550 
ST. LOUIS: 5930 Berthold Ave., Zone 10, Mission 7-4208 
TAMPA: 1417 South Howard St., Zone 6, Phone 8-5706 
IN CANADA; Kirsch of Canada, Ltd., Woodstock, Ontario 
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window decorating equipment 
in every important market in the world 
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